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“INSTRUCTION MANUAL 


INTRODUCTION 


Your new 35mm automatic camera with built in electronic flash is simple to use, but gives 
top quality results. 


It has an automatic programmed shutter, sharp 4 element coated glass lens and a fast, 
powerful electronic flash built-in. 


After you've loaded the film and prepared to take photographs, you only have to WIND 
— FOCUS — SHOOT whether in daylight or flash mode. No fiddly calculations to make, no 
difficult settings to perform, just 
WIND 
FOCUS 
SHOOT 
It's easy, and it’s fun. 


Please take a few minutes to read your instruction book, then store it in a safe place in 
case you would like to refer to it in the future. 
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Controls 
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Shutter release button 

Cable release socket 

Film advance lever 

Frame counter 

Film speed setting ring 

Film speed window 
Threaded filter/lenshood ring 
Focussing ring 

Flash head release button 
Flash head 

Film rewind crank/Back door release 
Flash power switch 

Flash ready light 

Focussing index 

Focussing ring (also # 8) 


16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 


Zone focus symbols 

Flash battery door 
Lightmeter battery door 
Tripod socket 

Film rewind release button 
Viewfinder eyepiece 

Film chamber 

Film cassette (in place) 
Film sprocket holes 

Film tongue 

Film advance sprocket wheels 
Film takeup spool and slot 
Film pressure plate 

Back door 
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Instructions English 

Gebrauchsanleitung Deutsch 
Mode d'emploi Frangais 
Instrucciones Espanol 
Istruzioni Italiano 


i, 


A Quick Course for’ Experienced Photographers 


Lift rewind crank to open back door, and load film. 

Close back door. 

Set film speed rating. 

Advance film, using rapid wind lever, to frame 1. 

Focus using zone focus symbols 

Shoot 

6a. For flash pictures, release flash head, turn on flash power switch, wait for ready light 
to glow, shoot. 


rer ala (%) OS) ae 


Remember, the basic system is 
WIND 
FOCUS 
SHOOT 


No calculations, no fiddly adjustments. 


LOADING LIGHTMETER BATTERY 


Remove lightmeter battery door using a fingernail or similar. 


x 


Insert a PX675 or equivalent 1.3 volt battery into the door housing as shown. 
Replace the housing into the camera baseplate. 


LOADING FLASH BATTERIES 


* Open battery compartment door by pulling in the direction shown to release the catch. 
Insert 2 penlight (AA size) batteries, one ‘up’ and one ‘down’ as shown. 


* Close the door, ensuring the catch clicks shut. 





LOADING FILM 
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You may use any 35mm film cassette, from 25 ASA to 400 ASA (15-27 DIN), with any 
length including twelve, twenty, twenty-four or thirty-six exposures. The film may be 
black & white or color, negative or reversal (slides). 


All you have to do is to transfer the film speed rating written on the film box to the film 
speed window (6) using the film speed setting ring (5). 


Pull up the back door release (11) [this is also the film rewind crank] to open the back 
door. Insert the film cassette so that the longer part of the centre spindle is down. Now 
push the crank (11) slowly down, rotating it slightly if necessary, so that the shaft engages 
into the centre spindle of the film cassette. The crank should now be sitting flat in its 
recess on the top of the camera. 


Pull out a few inches of film tongue (25) and pass it over the sprocket wheels (26) and into 
the takeup spool slot (27). 


Depress the shutter button (1), wind the film advance lever (3) to the end of its stroke, 
and release. 


The film tongue should have hooked into the slot and the film should have wound around 
the takeup spool (27). If not, repeat the action of putting the film into the slot, then 
repeat step (E). 
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G* Depress the shutter button, wind the film. 
he Repeat step (G) until the frame counter (4) shows €xposure number 1. 


You are now ready to use your camera. 


_ SETTING THE FILM SPEED 


* Some films are more Sensitive to light than others, so a system of film speed ratings has been 
devised. Film speeds are expressed in either ASA (originated in the USA) or DIN (originated 
in Germany) units. 


When you buy a box of film, the ASA/DIN speeds are usually marked on the box and/or 
the film cassette, 


Simply turn the film Speed setting ring (5) on your camera until the correct ASA/DIN speeds 
show in the film speed window (6). 


ASA and DIN speeds always match according to this table: 
ASA: 25 32 40 50 64 80 100 125 160 200 250 320 400 
DIN: 1516 s7ariighatio ZO MGZ 122 nag 2A SOG) 


This is why the ASA/DIN speeds Move together in the film speed window. 


ZONE FOCUSSING 


# 


The focussing ring (8, 15) is marked with a set of zone symbols (16) and has click-stops 
at each symbol. 


The four symbols, and the distances they represent are: 


Head & shoulders At 1m 
Head & body itt 1.5m 
Full figure 10 ft 3m 


Mountains (ie long distances) Infinity 


The nature of your camera’s lens and shutter are such that it will seldom be necessary to set 
a focus point between zone symbols, but you are quite at liberty to do so if you wish. 


VIEWFINDER 


* 





Your camera’s viewfinder has a bright-line frame, with parallax correction marks, zone 
focussing symbols and a focus indicator. 


Keep your subject inside the frame, except... . 


For close up pictures (5 feet [1.5m] or less) imagine that the parallax marks are in fact 
the edges of the frame, and keep the subject within this imaginary frame. 


9 The zone focussing indicator will point to the same symbol in the viewfinder as on the lens. 
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OUTDOOR PICTURES 


* Make sure that you have removed the lens cap. 


Focus the camera by turning the focussing ring (8) and viewing the zone focus symbols on 
the ring itself (16) or in the viewfinder (21), or both. 


Compose the picture, keeping it inside the bright line frame. 
Remember that you can take horizontal or vertical pictures — just turn the camera to suit. 


Depress the shutter button (1). 


You will get best results when the sun is anywhere but behind the subject. Overhead or side 
lighting is best. However back-lighting will leave the subject in shadow. 


Some people wind the film on before taking a picture, some wind on immediately after 
taking a Picture. We recommend that you do not store your camera with the film wound on 
but the shutter not released, as this leaves the shutter springs under tension. It is however 
usually a question of personal preference. 


INDOOR PICTURES 


Again, make sure that you have removed the lens cap. 


Focus the camera as for OUTDOOR PICTURES. However, the maximum flash range 
depends on the speed of the film you are using, as per the following table: 10 
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Film speed Flash range 


25 ASA (15 DIN) 7 ft (2m ) 
50 (18 ) 10 (omen) 
100 (21 ) 115 (4.5 ) 
200 (24 ) 22 (hfe |) 
400 (27 ) 30 (Om) 


The above figures are guides only — the actual flash range may be up to 50% longer depend- 
ing on the type of film you are using, other lighting, type of subject etc. 


To extend the flash head (10) press the flash head release button (9); the flash head is spring- 
operated. 


Turn on the flash power switch (12) by sliding it towards the film rewind crank (11). This 
will uncover the top flash-ready light (13). 


When the ready lights (13) glow (at least 8 seconds depending on the condition of the 
batteries) you are ready to shoot. 


Advance the film if necessary, frame and shoot. 


When you push in the flash head (10) it will automatically turn off the flash power switch. 





UNLOADING FILM 
Unlike 110 and 126 Cartridge loaded cameras, a 35mm camera requires you to rewind the 
film back into its cassette after the last exposure (usually 12, 20, 24 or 36). 


If you don't rewind the film, when you open the back door light will flood in and ruin the 


Raise the rewind crank (11) to open the back door and release the film Cassette, 
ADVANCED TECHNIQUES AND TIPS 


Deliberate Overexposure 





This will ‘fool the camera’ and cause it to give double the usual amount of exposure, which 
will compensate for the subject’s difficult lighting. 
Don’t forget to reset to normal film speed afterwards! 


Deliberate Underexposure 


Your camera’s metering system is designed to give exposures which result in a ‘daylight 
effect’ — it will try to make all pictures taken look as if they were taken on a bright sunny 
day. However sometimes, particularly with reversal (slide) film, you may wish to make 
the picture look dark. For example, you may want a sunset to look darker than ‘daylight’. 
In such a case, reset your ASA/DIN film speed to at least double its actual speed — with 
100 ASA film, reset to 200 ASA. Again, you ‘fool the camera’ to get the desired result. 


This technique will not be so successful with normally processed negative film because 
photofinishing laboratories usually set their colour printers to produce ‘daylight’ prints 
from any negative, so cancelling out any creativity you may build into the negative! | 





Remember to reset the normal film speed! 


Filters 


Many photographers purchase a Skylight or U.V. filter when they buy their camera, and 

leave it on the camera at all times, only removing it to adjust film speed. These filters protect 

the camera lens from dirt, dust, fingermarks, rain, accidental damage etc. You may well 
ils) consider such action for your own camera. 
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TROUBLESHOOTING 


* BLANK or DARK PICTURES may be caused by: 
— Leaving the lens cap on 
— Trying to shoot in very dull light without flash 
— Shooting before flash is ready 
— Wrong focus setting on flash shot 
* DULL PICTURES may be caused by: 
— Setting the wrong film speed 
— Shooting in very dull light 
— Trying to shoot at too great a distance on flash shots 
— Shooting before flash is ready 
— Film processing problems 
“ BRIGHT PICTURES may be caused by: 
— Setting the wrong film speed 
— Shooting very close on 400 ASA (27 DIN) film with flash 
* STRANGE OBJECTS obscuring the subject may be: 
— Your finger or thumb (pink) 
— Part of the camera case or wrist strap (black) 


“WARNING: Do not attempt to take this camera apart, to avoid any risk of electrical shock, 
This product should only be serviced by a competent service authority.’’ 
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